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LCD OPERATING CONDITIONS 
Tne: TFT Active Matrix Tamparature: 0°C - 40°C (32°F - 
ype: SXGA LCD P 104°F) 
Display Area: 19 inch Humidity: 10% - 90% (Non 
condensed) 
Optimum Resolution: 1280x1024 
DIMENSIONS 
Contrast Ratio: 650:1 (typical) 


431mm (width) x 


Brightness: 270 cd/m2 (typ) Physical: Beran pee x 
mm (dep 


140° horizontal, 135° 


Viewing Angles: vertical WEIGHT 
Response Time: 2ms?gray to gray? Me Be) 
Panel Surface: Anti-glare 
VIDEO INPUT 
Analog: RGB Analog 
Digital: DVI-D 
Frequency: Fh: 30-82KHz; Fv: 


50-75Hz 

H/V separated, 
Sync: Composite, Sync on 
Green (TTL) 


COMPATIBILITY 
VGA up to 1280x1024 


ne non-interlaced 

Mac: eee 
CONNECTOR 

Analog: 15 pin mini D-sub x1 
Digital: DVI-D 

Power: 3-pin plug (CEE22) 
POWER 

Voltage: ews ee 

- Zz (Switch) 

Consumption: 35W (typ) 
CONTROLS 

aioe [1], [Down], [Up], (21, 


Soft power button 


Auto image adjust, 
brightness, contrast, 
input select (analog, 
digital), ViewMatch® 
color adjust (SRGB, 
9300K, 6500K- 
default, 5400K, user 
color - RGB), 
information 
(resolution, H. 
frequency, V. 
frequency, pixel 
clock, model number, 
serial number), 

OSD: manual image adjust 
(H. size, H. position, 
V. position, fine tune, 
sharpness), setup 
menu, language 
(English, French, 
German, Italian, 
Spanish, Finnish, 
Japanese, Traditional 
Chinese, Simplified 
Chinese), resolution 
notice, OSD position, 
OSD timeout, OSD 
background, memory 
recall 
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